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RIGID COUPLING

PVC CONDUIT

CONCRETE PAD

24" X 24" X 6" TYPICAL

METAL CONDUIT INSTALLED BELOW

GRADE SHALL BE PROTECTED FROM

CORROSION BY AN APPROVED

COVERING OF PVC TAPE.

RMC CONDUIT

LONG-SWEEP

ELBOW

3" DIA. RMC

CONDUIT

6" MIN

FRONT VIEW

NOTES:

1. METER SOCKET: 100 AMPS OR 200 AMPS.

2. METER SOCKET WITH TEST BLOCKS.

3. MAIN BREAKER: 100 AMP OR 200 AMP, 100K AIC.

4. UTILITY LANDING LUGS: 200 AMPS, 250 KCMIL.

5. 12-GAUGE CORROSION-RESISTANT ZINC-COATED STEEL CONSTRUCTION, HOOD AND COVERS 14-GAUGE.

6. RAINPROOF TYPE 3R ENCLOSURE.

7. COMPLIES WITH CALTRANS SPECIFICATION ES-2E.

8. MEETS EUSERC 308 REQUIREMENTS.

9. ALL FACTORY WIRING IS 600 VOLT RATED COPPER.

16.25"

NAME

PLATE

METER

READING

WINDOW

HINGED

DOOR

CUSTOMER

SECTION

LATCH

P.E. CELL

WINDOW

METER SECTION

SEALABLE PADLOCK HASP

HINGED HOOD

REMOVABLE METER

SOCKET COVER

UTILITY

LANDING

LUGS

REMOVABLE

UTILITY ACCESS

COVER W/PADLOCK

PADLOCK

HASP

U
T

I
L

I
T

Y
 
S

E
C

T
I
O

N

DEMAND RESET

COVER HINGED

PADLOCKABLE

AND SEALABLE

17.25"

SIDE VIEW

CONTRACTOR SHALL COMPACT

TRENCH AND BACK FILL TO 95%

REFER TO 4.2.1
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PEDESTAL METER

100-400 AMP (1 OR 3 PHASE)

TYPICAL INSTALLATION

REQUIREMENTS & STANDARDS

3.2.4

REV.  0.00

BY:  GWK/BT

DATE:05/18/19

DWG:


	Sheets and Views
	DETAIL 3.2.4


